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THIS IS UNEVALUATED INFORMATION

I Ihe juvarkoweosi distzist is in the Tula arez atout 35

reaches within eight meters of the surface., The calorific
and three and a half calories per kilogrem. The Gip of the coal ceamis betwveen zero
and eight degrees. The areal extent of each deposit is limited,

methods used until sbout 1938 were extresely primitive. A shaft vas cunk
of about 10 meters and equipped with cage for hoisting one ton ooal cars,
A lateral vas driven on the ooal ceam to the 1limit of the ltneoblq %oal where a ventila-
was raised to the surface. The con) on. emeh s82e cf 2 unin hewding was

3om-mu
t0 a depth

tion shart

S sl ~
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out advaneing by a room and Pillar ssthod, Loading

by hand and horses.

mechanization was fntroduced and a systematic method of wining,allegedly designed
by Soviet <Agineers, vas introdueed at each mine, A ceatral shaft 1s cunk and

wosu wcedings driven both vays to the limits of minsable ore.
commonly s maximum of 300 to 400 metara, This sain heading i:
conveyors vhich earry the ooal froa srosscute to the szhaft,

La.About 1978

bait 100 mete

T intervals in the main besdings crosscuts are drive

"kme. south of Mosgow,
<s The coul 15 & lignite and ogscurs in seams from one and one-ialf to three weters thick
and

value 15 between three

voe by hand and trezming

This distance 1s
equipped with belt

n both ways at rigat anglec

to the main heading sad to the limits of mineable A1, a maxioun distance of 300 weters.
Crosscut is also equipped with belt oonveyors. Beglaring -t the limits of

the coalyroome are driven at Tight angles to and om both sides
the next crosscut, fe, 100 seters. The coal is undercut by amac
loaded onto ehaking conveyors in the rooms vhich carry it to the erosscut

Each third

drills and
conveyors,
tion shafts

All openings are timbered and ventilation is -eeure

5e Un the surface the coal is sereened dry oa shaking screens into

is wused,

Most of the ecal wvas used for electric pover geaerat

of the crosceut as for as
hinesydrilled by air

d by blovers and ventilee

five sizes, o washing
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